
A30   Dimensions [mm]
A Internal Length 3000

A1 External Length 4100

B Internal Width* 2500

B1 External Width** 3000

C Internal Height 2550

D1 External Height 2800

A40   Dimensions [mm]

A Internal Length 4000

A1 External Length 5100

B Internal Width* 2500

B1 External Width** 3000

C Internal Height 2550

D1 External Height 2800

A50   POD Dimensions [mm]
A Internal Length 5000

A1 External Length 6100 General Specifications 

B Internal Width* 2500

B1 External Width** 3000 20 Year Structural Guarantee 

C Internal Height 2550

D1 External Height 2800 50mm Insulated Composite Wall Panels 

75mm Insulated Composite Base Panel 

uPVC Double Glazed Window and Doors 

Low Maintenance External Cladding  in a 

Range of Colours and Finishes 

T : +353 [0]91 844053     E: info@sip-energy.com      www.sip-pod.com

External and Internal Finishes Removed For Clarity 

Vinyl Flooring & Textured Wall Paper 

Contact Us for Up-to-date Pricing Offers

Low Energy LED Internal & External Lighting 

Low Energy Efficient 500 watt Heater 

 Arch Pod -  Piccolo 

Piccolo SIP-Pod Space Only 

* At Floor Level

       ** Widest Point 




